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10 RECALIBRATE: AFTER REPLACING
DRIVE STRNG, TURN COL CORES
FULLY IN, THEN HOLD OLAL SHAFT
STATIONARY WITH PLIERS, AND
REVOLVE DIAL WITH FINGERS UNTIL
THE 60 CALIBRATION LINE 1S N
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gy POITER EXTREMES -

1400 KC. 600 KC.

ALIGNMINT MARKINGS
To simplify chassis alignment out of the
cabinet dial frame is marked as shown. 9

HOW 10 STRING DIAL CORD

On models with o SINGLE drive pulley.
The dial cord is strung, with the gang
closed, by starting ‘ot 1| and centinuing,
in rototion through 20. A piece of cord
46" long is necessary, which length allows

3" o each end for tying knot. 8,3

©On modsls with DOUBLE drive pulley the dial cord is in two pisces. The

pointer cord is on the large pulley starting at 1 and continuin

through 0

BUT in the following special order, 1, 2, 3, 4, 18, 19, 11, 12, 13, 14,15, .6,
17, 18, 19, 20. The driva cord is on the smaller dotted pulley, in the dotted

pesitien,

To clarify dial cord arrangament the dicl frame is shown o3 runsparent.
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PULLEY
GANG SHOWN
AT MAX
CAPACITY

INDILATOR DRIVE CORD

BHOWN  WITH  GANG
CONDERSER AT MAX

- POINTER

BROWN WITH GAMG
AT MAX CAPACITY

SHOWN WITH GANG
AT MAX. CAPACITY
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